Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

SHW0210
2
34 Dashwood Avenue High Wycombe Buckinghamshire HP12 3DX
0.022
Residential
5

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
It is not directly at risk of fluvial flooding from the River Wye, it is approximately 120m outside FZ2.

B127F005-01

B1

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is at Very Low risk of surface water flooding, the adjacent Lindsay Avenue is at Low
risk.

B127F005-01

B2

Groundwater Flood Risk
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Groundwater Flood Risk Summary:
The site is located within an area that is at risk of groundwater emergence. Consequently, should the
development include basements the planning application should include a site‐specific flood risk
assessment to demonstrate how the risk of groundwater flooding will be mitigated.
JBA groundwater mapping indicates a groundwater depth of between 0.5m and 5m.

B127F005-01

B3

Sewer Flooding Risk
This site is located in postcode region HP12.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 1 to 5
 External sewer flooding = 6 to 10
Reservoir Failure Flooding Risk

©Crown copyright and database rights 2015 Ordnance Survey
Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.
Site 2 (SHW0210) Flood Risk Recommendations
A planning application should include a site‐specific flood risk assessment as the site is at risk of
groundwater flooding in accordance with Wycombe District Council's relevant policy on flood risk.
The FRA should specifically address:
 Safe access and egress during a fluvial flood event
 Risk of groundwater flooding
 The risk of sewer flooding, the applicant would demonstrate how this risk would be
mitigated

B127F005-01

B4

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

HW5
6
Abbey Barn South and Wycombe Summit
34.383
Residential
505

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
It is not directly at risk of fluvial flooding from the River Wye, it is approximately 450m outside FZ3a.

B127F005-01

B5

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is generally at Very Low risk of surface water flooding, with relatively small areas at
Low risk. An area towards the eastern extent is at High risk, but this appears to be an existing pond.
The applicant should try and develop the site without encroachment into these areas.

B127F005-01

B6

Groundwater Flood Risk

© Copyright JBA Consulting – 2017

Groundwater Flood Risk Summary:
The majority of the site is not located within an area that is at risk of groundwater flooding, with the
exception of a relatively small area at the eastern extent. The land to the east of the site is at risk of
groundwater flooding.
JBA groundwater mapping indicates the depth to the groundwater depth is greater than 5m for the
entirety of the site.
Sewer Flooding Risk

B127F005-01

B7

This site is located in postcode region HP10 / HP11.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014).
HP10:
 Internal sewer flooding = 1 to 5
 External sewer flooding = 1 to 5
HP11:
 Internal sewer flooding = 1 to 5
 External sewer flooding = 1 to 5
Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 6 Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103.

B127F005-01

B8

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

SMA0044
25
Foxes Piece Marlow Buckinghamshire
1.523
Residential
10

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
It is not directly at risk of fluvial flooding; it is approximately 200m outside FZ2.

B127F005-01

B9

Surface Water Flood Risk

Surface Water Flood Risk Summary:
Parts of the site, and surrounding areas toward the northeast and northwest, are at High risk of
surface water flooding (and consequently designated a WCDA). The developer will therefore need to
demonstrate that this risk can be safely managed through the development. A site‐specific flood risk
assessment would include (as a minimum):
 Avoid developing in Medium and High risk areas
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change);
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties;
 Investigate opportunities to provide betterment to properties downstream of the surface
water flow path by intercepting and retaining it on‐site
 Safe access and egress for the site

B127F005-01

B10

Groundwater Flood Risk

© Copyright JBA Consulting – 2017

Groundwater Flood Risk Summary:
The site is located within an area that is at risk of groundwater emergence. Consequently, should the
development include basements the planning application should include a site‐specific flood risk
assessment to demonstrate how the risk of groundwater flooding will be mitigated.
JBA groundwater mapping shows the modelled groundwater depth to be less than 0.025m beneath
the whole site.
Sewer Flooding Risk

B127F005-01

B11

This site is located in postcode region SL7.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 9
 External sewer flooding = 38
Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 25 (SMA0044) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application because the site is
within a WCDA in accordance with NPPF paragraph 103 and Wycombe District Council's relevant
policy on flood risk.
The FRA should specifically address:
 Risk of surface water flooding
 Risk of groundwater flooding
Site Ref
SHW0402
SFRA Ref
26
Site Name
Frank Hudson Furniture Factory, Rosebery Avenue, High Wycombe

B127F005-01

B12

Size (Ha)
Proposed Development Type
No. Units

0.112
Residential
11

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
It is not directly at risk of fluvial flooding from the River Wye, it is approximately 120m outside FZ3a.

B127F005-01

B13

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The majority of the site is at Low risk of surface water flooding, with relatively small areas at the
north and east extent, and the adjacent Rosebery Avenue at Medium risk. Pinions Road and London
Road to the south are at High risk.
A site‐specific flood risk assessment would need to demonstrate how the development would
manage the risk of surface water flooding and specifically how safe access and egress would be
provided during a flood event.

B127F005-01

B14

Groundwater Flood Risk

© Copyright JBA Consulting – 2017

Groundwater Flood Risk Summary:
The site is located within an area that is at risk of groundwater emergence. Consequently, should the
development include basements the planning application should include a site‐specific flood risk
assessment to demonstrate how the risk of groundwater flooding will be mitigated.
JBA groundwater mapping shows the groundwater depth beneath the entirety of the site to be
between 0.5m and 5m.

B127F005-01

B15

Sewer Flooding Risk
This site is located in postcode region HP13.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 6
 External sewer flooding = 13
Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 26 (SHW0402) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application because the site is at
risk of groundwater flooding and located within a WCDA in accordance with NPPF paragraph 103
and Wycombe District Council's relevant policy on flood risk.
The FRA should specifically address:
 Risk of surface water flooding
 Risk of groundwater flooding

B127F005-01

B16

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

SHW0526
27
Garages at Havenfield Road, High Wycombe
0.03
Residential
5

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B17

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site and adjacent Havenfield Road are at Low risk of surface water flooding.

B127F005-01

B18

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP12.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 1 to 5
 External sewer flooding = 6 to 10

B127F005-01

B19

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 27 (SHW0526) Flood Risk Recommendations
None

B127F005-01

B20

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

SHW0466
28
Garages at Tyzack Road, High Wycombe
0.247
Residential
6

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B21

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is at Very Low risk of surface water flooding. The adjacent Tyzack Road is at High risk,
and an access road to the site from Tyzack Road is at Low Risk.

B127F005-01

B22

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP13.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 6
 External sewer flooding = 13

B127F005-01

B23

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 28 (SHW0466) Flood Risk Recommendations
The applicant should address the following as part of the planning application for the site
development:
 Safe access and egress during a surface water flood event

B127F005-01

B24

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

SHW0436
29
Garages between Chiltern Avenue and Rutland Avenue, High
Wycombe
0.376
Residential
10

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B25

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is at Very Low risk of surface water flooding. Parts of the adjacent Chiltern Avenue and
Rutland Avenue are Medium risk. An access road to the site from Chiltern Avenue is at Low Risk.

B127F005-01

B26

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP12.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 1 to 5
 External sewer flooding = 6 to 10

B127F005-01

B27

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 29 (SHW0436) Flood Risk Recommendations
None

B127F005-01

B28

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

HW9
32
Part of Greens Farm, Glynswood, Green Hill, High Wycombe
1.624
Residential
50

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
It is not directly at risk of fluvial flooding from the Hughenden Stream, it is approximately 80m
outside FZ2.
The site is not within the extent of a detailed hydraulic model therefore flood extents based upon
the predicted impact of climate change are not available. However, it is anticipated that the site will
remain within Flood Zone 1 when these impacts are considered because it is some distance from
Flood Zone 2 (see above) and the lowest ground levels within the site are at least five metres above
the ground level at the edge of Flood Zone 2.

B127F005-01

B29

Surface Water Flood Risk

Surface Water Flood Risk Summary:
A flow path intersects the site towards the northwest (designated a WCDA), and consequently this
part of the site is at High risk of surface water flooding. The majority of the rest of the site is at Very
Low risk, with some areas at Low risk towards the southern extent.
A site‐specific flood risk assessment would need to demonstrate that the site could be safely
developed via such measures as:
 Avoidance of encroachment into the WCDAs
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change); and
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties.
The site also provides an opportunity to implement flood risk betterment measures: for example,
the attenuation of overland flows in the undeveloped area upstream (north‐east) of the allocation
site. This could be partially funded by the betterment provided to the properties downstream (west)
of the allocation site on Hughenden Road.

B127F005-01

B30

Groundwater Flood Risk

© Copyright JBA Consulting – 2017

Groundwater Flood Risk Summary:
The site is located within an area that is at risk of groundwater emergence. Consequently, should
the development include basements the planning application should include a site‐specific flood risk
assessment to demonstrate how the risk of groundwater flooding will be mitigated.
JBA groundwater mapping indicates that the groundwater depth beneath the majority of the site is
between 0.5m and 5m. The groundwater depth is indicated to be greater than 5m in the south‐
eastern corner.

B127F005-01

B31

Sewer Flooding Risk
This site is located in postcode region HP13.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 6
 External sewer flooding = 13
Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.
Site 32 (SHW0633) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103 and located within a WCDA in
accordance with NPPF paragraph 103 and Wycombe District Council's relevant policy on flood
risk.
The FRA should specifically address:
 Risk of surface water flooding
 Risk of groundwater flooding

B127F005-01

B32

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

‐
34
Gomm Valley and Ashwells, High Wycombe
73.942
Residential
530

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
It is not directly at risk of fluvial flooding from the River Wye, it is approximately 200m outside FZ3a.

B127F005-01

B33

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The majority of the site is at Very Low risk of surface water flooding. A flow path runs north to south
through the centre of the site towards the River Wye, and consequently parts of the site are at High
risk. The flow path is designated a WCDA.
A site‐specific FRA would need to consider (as a minimum):
 Avoidance of encroachment into the WCDA
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change);
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties;
 Betterment measures: could the flow path be retained on site to reduce flood risk to
properties downstream (south) of the allocation site

B127F005-01

B34

Groundwater Flood Risk

© Copyright JBA Consulting – 2017

Groundwater Flood Risk Summary:
Other than an area towards the northern extent, the site is located within an area that is at risk of
groundwater flooding. Consequently, should the development include basements the planning
application should include a site‐specific flood risk assessment to demonstrate how the risk of
groundwater flooding will be mitigated.
JBA groundwater mapping indicates the groundwater depth beneath the entire site is greater than
5m.

B127F005-01

B35

Sewer Flooding Risk
This site is located in postcode region HP10 / HP13.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014).
HP10:
 Internal sewer flooding = 1 to 5
 External sewer flooding = 1 to 5
HP13:
 Internal sewer flooding = 6
 External sewer flooding = 13
Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

B127F005-01

B36

Site 34 Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103 and located within a WCDA in
accordance with NPPF paragraph 103 and Wycombe District Council's relevant policy on flood
risk.
The FRA should specifically address:
 Risk of surface water flooding
 Risk of groundwater flooding

B127F005-01

B37

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

HW17
36
Land adjoining High Heavens Household Recycling Centre, off Clay
Lane
3.738
Industrial
n/a

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B38

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is at Very Low risk of surface water flooding, Clay Lane to the north is at High risk.
There is a surface water flow path approximately 150m south‐west of the site.

B127F005-01

B39

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region SL7.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 9
 External sewer flooding = 38

B127F005-01

B40

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 36 Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103.

B127F005-01

B41

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

MR6
49
Land at Seymour Court Road, Marlow
0.303
Residential
9

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B42

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is at Very Low risk of surface water flooding. Sections of the adjacent Seymour Court
Road are at Low risk, and the nearby Berwick Road is at High risk.

B127F005-01

B43

Groundwater Flood Risk

© Copyright JBA Consulting – 2017

Groundwater Flood Risk Summary:
The site is located within an area that is at risk of groundwater emergence. Consequently, should the
development include basements the planning application should include a site‐specific flood risk
assessment to demonstrate how the risk of groundwater flooding will be mitigated.
JBA groundwater mapping indicates the groundwater level beneath the entire site is between 0.5m

B127F005-01

B44

and 5m.
Sewer Flooding Risk
This site is located in postcode region SL7.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 9
 External sewer flooding = 38
Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 49 (SMA0105) Flood Risk Recommendations
A planning application should include a site‐specific flood risk assessment as the site is at risk of
groundwater flooding in accordance with Wycombe District Council's relevant policy on flood risk.
The FRA should specifically address:
 Risk of groundwater flooding

B127F005-01

B45

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

RUR7
51
Land at Clappins Lane, Naphill
2.242
Residential
64

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B46

Surface Water Flood Risk

Surface Water Flood Risk Summary:
A flow path intersects the site towards the southeast boundary (designated a WCDA), and
consequently this part of the site is at High risk of surface water flooding. The majority of the rest of
the site is at Very Low risk, with some areas at Low risk towards the north of the site. The adjacent
Clappins Lane is also at High risk.
A site‐specific FRA would need to consider (as a minimum):
 Avoidance of encroachment into the WCDA
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change);
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties;

B127F005-01

B47

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP14.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 2
 External sewer flooding = 34

B127F005-01

B48

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 51 (SNH0019) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103 and located within a WCDA in
accordance with NPPF paragraph 103 and Wycombe District Council's relevant policy on flood
risk.
The FRA should specifically address:
 Risk of surface water flooding

B127F005-01

B49

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

HW10
53
Horns Lane, Booker
2.055
Residential
64

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B50

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site itself is at Very Low risk of surface water flooding.

B127F005-01

B51

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP12.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 1 to 5
 External sewer flooding = 6 to 10

B127F005-01

B52

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 53 (SHW0462) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103.

B127F005-01

B53

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

RUR8
54
Land off Mill Road, Stokenchurch
4.791
Residential
100

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B54

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The majority of the site is at Very Low risk of surface water flooding, with a relatively large area at
Low risk. A section of the M40 motorway to the north is at Medium to High risk.
A site‐specific FRA would need to consider (as a minimum):
 Avoiding encroachment into the area of Low surface water risk, where possible
 Construction of finished flood levels above the Low risk peak water level (plus an allowance
for climate change)
 Landscaping within the development boundary to maintain the flow path

B127F005-01

B55

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP14.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 2
 External sewer flooding = 34

B127F005-01

B56

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 54 Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103.
The FRA should specifically address:
 Surface water flood risk

B127F005-01

B57

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

HW7
56
Land at Terriers Farm, High Wycombe
25.355
Residential
500

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B58

Surface Water Flood Risk

Surface Water Flood Risk Summary:
The majority of the site is at Very Low risk of surface water flooding. Two flow paths run through the
site and converge at the southeast boundary, and consequently parts of the site are at High,
Medium and Low risk.
A site‐specific FRA would need to consider (as a minimum):
 Avoiding encroachment into the areas of Medium and High risk
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change);
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties;
 Betterment measures: consider if the flow path be retained on site to reduce flood risk to
properties downstream (east) of the allocation site
 Construction of finished flood levels above the medium risk water level (plus an allowance
for climate change)
 Landscaping within the development boundary to maintain the flow path

B127F005-01

B59

Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP13.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 6
 External sewer flooding = 13

B127F005-01

B60

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 56 (SHW0471) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103 and located within a WCDA in
accordance with NPPF paragraph 103 and Wycombe District Council's relevant policy on flood
risk.
The FRA should specifically address:
 Risk of surface water flooding

B127F005-01

B61

Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

RUR2
58
Land between Chalky Field and Marlow Road, Lane End
1.269
Residential
27

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01

B62

Surface Water Flood Risk

Surface Water Flood Risk Summary:
A flow path (designated a WCDA) runs north to south through the centre of the site and
consequently the site is at High risk of surface water flooding.
A site‐specific FRA would need to consider (as a minimum):
 Avoiding encroachment into the areas of Medium and High risk;
 Construction of finished flood levels above the Medium risk water level (plus an allowance
for climate change)
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change);
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties;
 Landscaping within the development boundary to maintain the flow path
 How safe access and egress will be maintained considering the risk of surface water flooding
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Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP14.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 2
 External sewer flooding = 34
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Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 58 (SLE0027) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103 and located within a WCDA in
accordance with NPPF paragraph 103 and Wycombe District Council's relevant policy on flood
risk.
The FRA should specifically address:
 Risk of surface water flooding
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Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

24a
59
Land of Amersham Road incl. Tralee Farm, Hazlemere
17.78
Residential
350

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.

B127F005-01
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Surface Water Flood Risk

Surface Water Flood Risk Summary:
The majority of the site is at Very Low risk of surface water flooding. A flow path runs north to south
through the site (which is designated a WCDA); consequently, parts of the site are at High risk. A
section of the adjacent Amersham Road is at High risk.
A site‐specific FRA would need to consider (as a minimum):
 Avoiding encroachment into the areas of Medium and High risk
 If the development does encroach into the WCDA:
o Demonstrate that finished floor levels are above the Medium uFMfSW risk peak
water level (plus an allowance for climate change);
o Demonstrate that the flow path can be maintained, or modifications to it as a result
of the development will not detrimentally affect third parties;
 How safe access and egress will be maintained to Amersham Road considering the risk of
surface water flooding
 Opportunities for betterment to the development and properties downstream (south‐east)
via retention of the overland flow path within the development site
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Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP15.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 1 to 5
 External sewer flooding = 1 to 5

B127F005-01

B68

Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 59 (24a) Flood Risk Recommendations
A site‐specific FRA would be required to accompany the planning application for this site because
it is greater than 1ha in size in accordance with NPPF Paragraph 103 and located within a WCDA in
accordance with NPPF paragraph 103 and Wycombe District Council's relevant policy on flood
risk.
The FRA should specifically address:
 Risk of surface water flooding
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Site Ref
SFRA Ref
Site Name
Size (Ha)
Proposed Development Type
No. Units

RUR1
63
Land south of Finings Road
0.859
Residential
19

Fluvial Flood Risk

Fluvial Flood Risk Summary:
The site is located within Flood Zone 1.
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Surface Water Flood Risk

Surface Water Flood Risk Summary:
The site is at Very Low risk of surface water flooding.
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Groundwater Flood Risk

Groundwater Flood Risk Summary:
The site is not located within an area that is at risk of groundwater flooding.

Sewer Flooding Risk
This site is located in postcode region HP14.
The Wycombe DC SRFA Level 1 Update November 2014 indicates that the following numbers of
properties have experienced sewer flooding (internally and externally) in this postcode region,
based on data provided by Thames Water (to April 2014):
 Internal sewer flooding = 2
 External sewer flooding = 34
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Reservoir Failure Flooding Risk

Reservoir Failure Flooding Risk:
The site is not within an area at risk of flooding as a result of reservoir failure.

Site 63 (SLE0017) Flood Risk Recommendations
None
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